
Engineer's Address Engineer's Phone Number

Certification:  I, _____________            _, hereby certify that the proposed project modification was designed 

under my guidance, and it does not compromise the structural integrity of the Flood Risk Management System or 

adversely affect the designed level of protection.

Engineer's Signature  Date

Sponsor's Request:  I,  _____________            _, on behalf of the Flood Risk Management System, request that the 

United States Army Corps of Engineers review and approve the proposed project modification.

Sponsor/Commissioner's Signature Date

Project Modification Location (Include PLSS, GPS Coordinates, Original Design Stationing, and River Mile):

Project Modification Description (Include Dates of Construction):

Purpose of Project Modification:

Engineering Firm (if Applicable) PE State & License NumberEngineer of Record (Please Print)

Sample USACE Section 408 Review Request

Date  Segment/System/Sponsor Name  Sponsor Point of Contact/Commissioner

Point of Contact Address Point of Contact Phone Number
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Included N/A

 

 

Note: It is recommended that project modifications be designed to USACE design standards. Standards may be 

found at the following address: http://www.publications.usace.army.mil/

 

 

 

 







Design drawings including plan views, cross sections, dimensions, construction 

details, soil borings, and original as‐built plans of areas to be potentially impacted.

Design specifications including type of material, construction methods, compaction 

requirements, safety measures, etc.

Types of necessary real estate documents include Right of Way drawings, lease 

agreements, and easements. Include existing and proposed changes.

 

Location Maps
Required:   Detailed maps showing exact location of the  modification in 

relationship to original baseline stationing, major roadways, distance from system, 

wetlands, and any other pertinent information.

Geotechnical 

Evaluation

Structural Evaluation









Required:  Provide detailed flood action and monitoring plans. Include temporary 

flood control measures, monitoring, notification procedures, access plans, and any 

other actions needed in a high water event.

Design calculations and documents including: stability, seepage, erosion control, 

vegetation, material usage/borrow/waste/transport/hauling.







Design Drawings

Specification

Real Estate 

Documents

Flood Action Plan

Design calculations and documents including: bridges, piers, penetrations, 

diaphragm walls, structural components, gates, sheet piling, dams, and any other 

items or structures that may impact the system.

Models, design calculations, and documents including: project flows, water

surface profiles, and upstream and downstream impacts for all work within the 

floodplain, temporary construction purposes, and pump stations.

Electrical Evaluation

Additional 

Information

Mechanical 

Evaluation

O&M Requirements

Additional Federal, 

State, & Local Laws

Hydraulic/Hydrologic 

Evaluation

Design calculations and documents including: motors, engines, discharge piping, 

intake piping, gates, pumps, and any other mechanical features.

Provide a document referencing changes to the Operation and Maintenance 

requirements for the project.  Include maintenance activities, flood fight 

implications, and responsibilities.

Provide all documentation relating to additional federal, state, and local laws and 

permits.  (i.e. NEPA, Endangered Species Act, DNR, floodplain permits, FEMA "No 

Rise" certification, local building permits, NPDES, etc)

Provide any additional information:

Design calculations and documents for all electrical components.

USACE Section 408 Authorization Request Checklist

Item Description

All items listed below need to be included in the project modification submittal or indicated as not applicable.   

Items indicated as not applicable may need to be submitted if deemed necessary by the USACE review team.  

Additional information may also be required by the USACE. All design drawings and calculations should be 

stamped by a professional engineer.  
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